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PRODUCT INFORMATION

Description 3-Pin AMP Connector Wire Harness
Assembly

Width 469.90 mm / 18.5 in
Connector or Wiring Bare Leads
Mating Connector AMP 282087-1
Product Weight 0.05 lbs / 0.02 kgs
Shipping Weight 0.30 lbs / 0.14 kgs
 
 
 
 
 
 
 
 

PRODUCT DIMENSIONS
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ELECTRICAL SPECIFICATIONS

Red Wire Location "A"
White Wire Location "B"
Black Wire Location "C"

REGULATORY STANDARDS COMPLIANCE

   

Buy America Standards Eco Friendly

APPLICATIONS

PRODUCT WARNINGS

For California residents:
 WARNING: Cancer and reproductive harm - www.P65Warnings.ca.gov.
 AVERTISSEMENT: Cancer et effet nocif sur la reproduction - www.P65Warnings.ca.gov.

https://www.p65warnings.ca.gov/
https://www.p65warnings.ca.gov/
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SUITS THESE PRODUCTS

4" Heated, Non-
Heated & Color
Flashing Tail Lights

2" x 6" Heated LED
Signal Light

LED Tail Lights - Model
234

Heated Oval LED
Signal Light - Model
274

https://www.jwspeaker.com/products/heated-led-tail-lights-model-234/
https://www.jwspeaker.com/products/heated-led-tail-lights-model-234/
https://www.jwspeaker.com/products/heated-led-tail-lights-model-234/
https://www.jwspeaker.com/products/led-stop-turn-tail-light-model-274/
https://www.jwspeaker.com/products/led-stop-turn-tail-light-model-274/

